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SHEET TITLE:

SHRUB PLANTING
SCALE: N.T.S. SITE LAYOUT

C PLAN

PLANTING NOTES:

1. ALL PLANTING MATERIAL TO BE NURSERY GROWN STOCK SUBJECT TO A.A.N. STANDARDS

2. THE CONTRACTOR SHALL SUPPLY ALL PLANTS IN QUANTITIES SUFFICIENT TO COMPLETE THE WORK SHOWN ON THE DRAWINGS AND LISTED
IN THE PLANT LIST. IN THE EVENT OF A DISCREPANCY BETWEEN QUANTITIES SHOWN IN THE PLANT LIST AND THOSE REQUIRED BY THE
DRAWINGS, THE LARGER NUMBER SHALL APPLY.

ORIGINAL SIZE 24"X36"
SHEET SIZE ARCH "D"

SO = a0 Oo 3. ALL PLANTS SHALL BE APPROVED PRIOR TO INSTALLATION AND SHALL BE LOCATED ON SITE BY THE CONTRACTOR FOR THE APPROVAL OF
O\"O %OOQO OOQO ODO THE LANDSCAPE ARCHITECT. ANY INSTALLATIONS WHICH WERE NOT APPROVED BY THE LANDSCAPE ARCHITECT AND WHICH ARE
%@OO OLOO OOOQ OOOO R SUBSEQUENTLY REQUESTED TO BE MOVED WILL BE DONE AT THE CONTRACTORS EXPENSE.
QQE.?O %OOO(O)O\D’).O ' 4. PRECISE LOCATION OF ITEMS NOT DIMENSIONED ON THE PLAN ARE TO BE FIELD STAKED BY THE CONTRACTOR AND SHALL BE SUBJECT TO ]
Q_Q%Qan%p\\ THE REQUIREMENTS SPECIFIED IN THE PREVIOUS NOTE. 0 A 1"

5. ALL SHRUB MASSINGS AND TREE PITS SHALL BE MULCHED TO A DEPTH OF 3" WITH SHREDDED PINE BARK MULCH.

6. TREES SHALL NOT BE STAKED UNLESS OTHERWISE NOTED. STAMP:
7. THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGED VEGETATION AND SHALL REPLACE OR REPAIR ANY DAMAGED MATERIAL, AT HIS OWN '
EXPENSE. THE CONTRACTOR SHALL CONTACT "CALL BEFORE YOU DIG" AT 1-800-922—-4455 PRIOR TO CONSTRUCTION.

8. ALL SHRUB AND GROUNDCOVER PLANTING AREAS SHALL HAVE CONTINUOUS BEDS OF TOPSOIL 12" DEEP. ALL SOD AND HYDROSEED
AREAS SHALL HAVE A MINIMUM TOPSOIL BED OF 6”.

9. THE CONTRACTOR IS RESPONSIBLE FOR LOCATING ALL UTILITIES IN THE FIELD. WHERE PLANT MATERIAL MAY INTERFERE WITH UTILITIES, THE
CONTRACTOR SHALL NOTIFY THE LANDSCAPE ARCHITECT TO COORDINATE THEIR INSTALLATION.

10. FOR PLANTING SOIL MIX, SEE SPECIFICATIONS OR PLANTING DETAILS.

11. ALL EXISTING RILL, GULLY OR CHANNEL EROSION SHALL BE FILLED WITH APPROPRIATE BACKFILL MATERIAL, FINE RAKED, SCARIFIED AND
STABILIZED WITH APPROPRIATE VEGETATIVE MATERIAL AND / OR APPROPRIATE SEDIMENTATION AND EROSION CONTROL MEASURES.

12. ADJUSTMENTS IN THE LOCATION OF THE PROPOSED PLANT MATERIAL AS A RESULT OF EXISTING VEGETATION TO REMAIN SHALL BE
APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.

13. THE CONTRACTOR IS RESPONSIBLE FOR ALL MAINTENANCE REPAIR AND REPLACEMENT OF PLANT MATERIAL, AS REQUIRED, FOR THE
DURATION OF THE PROJECT AND SUBSEQUENT WARRANTY PERIOD.

ORIGINAL SEAL & SIGNATURE
REQUIRED FOR VALID CERTIFICATION

14. PLANTINGS INSTALLED IN THE DRY SUMMER MONTHS AND / OR LAWN SEEDED OUT OF SPRING OR FALL PERIODS, IF ALLOWED BY OWNER,
WILL REQUIRE AGGRESSIVE IRRIGATION PROGRAMS AT THE CONTRACTOR’S EXPENSE, UNLESS OTHERWISE DIRECTED BY THE OWNER.

15. UPON COMPLETION OF PLANTING, REMOVE FROM SITE ALL EXCESS SOIL, MULCH, AND MATERIALS AND DEBRIS RESULTING FROM WORK
OPERATIONS. CLEAN UP SHOULD BE COMPLETED AT THE END OF EACH WORKING DAY. RESTORE TO ORIGINAL CONDITIONS ALL DAMAGED
PAVEMENTS, PLANTING AREAS, STRUCTURES AND LAWN AREAS RESULTING FROM LANDSCAPING OPERATIONS.

16. CONTRACTOR SHALL SURVEY, LOCATE, AND PROTECT ALL TREES WITHIN AREAS SHOWN AS "EXISTING VEGETATION TO REMAIN" WITHIN THE

THIS DRAWING IS THE PROPERTY OF SUNEDISON,
LLC. THIS INFORMATION IS CONFIDENTIAL AND IS
TO BE USED ONLY IN CONNECTION WITH WORK
DESCRIBED BY SUNEDISON, LLC. NO PART IS TO
BE DISCLOSED TO OTHERS WITHOUT WRITTEN
PERMISSION FROM SUNEDISON, LLC.
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ISSUED FOR PRICING

< DEVELOPMENT ENVELOPE FOR REVIEW BY L.A. PRIOR TO CLEARING OPERATIONS. oAt 10/21/2014
25N 17. CONTRACTOR TO RESEED ALL DISTURBED AREAS. ‘
S 18. PRIOR TO PLANTING, TREES SHALL BE STAKED IN THE FIELD FOR REVIEW BY THE GRAFTON PLANNING BOARD. DRAWNEY:  ATB
>, .
%\ ENGINEER: ATB
e  EGEND PLANT LIST FOR BASE BID AREA
KEY BOTANICAL NAME COMMON NAME TY. |ZE NO. REVISION DATE
REVISED PER GRAFTON
FLOWERING TREE A 10/24/
PLANNING BOARD
TREES COMMENTS 2014
AB  ABIES BALSAMEA VAR. PHANEROLEPIS CANAAN FIR 3 7'—8 HT
EVERGREEN TREE AF  ABIES FRASERI FRASER FIR 3 7'-8' HT.
CC  CERCIS CANADENSIS EASTERN REDBUD 5 2.5"-3" CAL.
PS  PINUS STROBUS EASTERN WHITE PINE 5 6'—8" HT.
%@ LARGE DECIDUOUS SHRUB SHRUBS
AC  AMELANCHIER CANADENSIS SHADBLOW SERVICEBERRY 3 5'—6' HT.
-2 EVERGREEN SHRUBS
HI  HAMAMELIS VIRGINIANA COMMON WITCHHAZEL 3 3—4 HT.
/3x\ M ILEX X MESERVEAE 'CHINA BOY' & 'CHINA GIRL’ CHINA BOY & GIRL HOLLY 12 5 GAL.
\XXX/ PLANT QUANTITY AND SPECIES RM  RHODODENDRON MAXIMUM 'ROSEUM’ ROSEBAY RHODODENDRON 16 3 GAL.
PERENNIALS /GRASSES /GROUNDCOVERS PROJECT PHASE.
LT NATIVE GRASS MIX
+ o+ o+ o+ o+ ERNMX—177 ERNMX-177 9500 SF SOALE.
ERNST SEED — 1"=30'
MEADVILLE PA 16335 #PLANT ,ONE (1) CHINA BOY HOLLY FOR EVERY FIVE (5) CHINA GIRL HOLLIES
800.873.3321 + o+ 4+ SHEET NO.:
www.ernstseed.com
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NOTE

GRAFTON PLANNING BOARD SHALL INSPECT SILT FENCE
PRIOR TO THE START OF CONSTRUCTION.

EARTHWORK.

1. CALL DIG—-SAFE 811 OR 1-888-DIG—SAFE A MINIMUM OF 72
HOURS PRIOR TO CONSTRUCTION.

2. STOP WORK IN THE VICINITY OF SUSPECTED CONTAMINATED
SOIL, GROUNDWATER OR OTHER MEDIA. IMMEDIATELY NOTIFY
THE OWNER SO THAT APPROPRIATE TESTING AND SUBSEQUENT
ACTION CAN BE TAKEN. RESUME WORK IN THE IMMEDIATE
VICINITY ONLY UPON DIRECTION BY THE OWNER.

3. WITHIN THE LIMITS OF THE BUILDING FOOTPRINT, PERFORM
EARTHWORK OPERATIONS TO SUBGRADE ELEVATIONS. SEE
DRAWINGS BY OTHERS FOR WORK ABOVE SUBGRADE.

4. CONTRACTOR SHALL PROTECT ALL SLOPES, VEGETATION,
PAVING, WALKS, AND IMPROVEMENTS OUTSIDE THE AREAS TO
BE AFFECTED BY THE CONSTRUCTION OF THIS PROJECT.

5. REFER TO EROSION AND SEDIMENTATION CONTROL DETAILS FOR
EROSION AND SEDIMENTATION CONTROL NOTES.

6. CATCH BASINS WITHIN THE WORK AREA OR DOWN STREAM OF
DRAINAGE FLOW SHALL BE PROTECTED WITH CATCH BASIN SILT
SACKS.

7. WATER AND CALCIUM CHLORIDE MUST BE AVAILABLE AT ALL
TIMES FOR DUST CONTROL.

WORK RESTRICTIONS

1. DO NOT CLOSE OR OBSTRUCT ROADWAYS, SIDEWALKS, FIRE
HYDRANTS, AND UTILITIES WITHOUT APPROPRIATE PERMITS.

2. WORK IS RESTRICTED TO THE HOURS OF 7 AM TO 5 PM ON
MONDAY THROUGH FRIDAY.

DEMOLITION

1. REMOVE AND DISPOSE OF EXISTING UTILITIES, FOUNDATIONS
AND UNSUITABLE MATERIAL BENEATH AND FOR A DISTANCE OF
10 FEET BEYOND THE PROPOSED BUILDING FOOTPRINT
INCLUDING EXTERIOR COLUMNS, UNLESS OTHERWISE NOTED.

2. THE DEMOLITION PLAN IS PROVIDED FOR INFORMATION ONLY
AND MAY NOT INDICATE ALL ITEMS REQUIRED TO BE
DEMOLISHED. PERFORM A PRE-BID SITE INSPECTION.
COORDINATE DEMOLITION OF UNIDENTIFIED UTILITIES OR
STRUCTURES WITH OWNER. DEMOLISH STRUCTURES, SITE
IMPROVEMENTS, UTILITIES, ETC. AS REQUIRED TO CONSTRUCT
PROPOSED TO CONSTRUCT PROPOSED FACILITY AND UTILITY
SERVICES.

3. TREES, BRUSH AND STUMPS REMOVED BY CLEARING &
GRUBBING OPERATIONS SHALL BE TRANSPORTED OFF THE
PROJECT SITE TO AN APPROVED DISPOSAL LOCATION.
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CONSTRUCTION LAYOUT

1. PROVIDE PROPER TRANSITIONS BETWEEN EXISTING AND PROPOSED SITE IMPROVEMENTS.
FIELD VERIFY EXISTING GROUND ELEVATIONS AT THE INTERFACE WITH PROPOSED DRAINAGE
STRUCTURES BEFORE START OF CONSTRUCTION.

2. PRIOR TO ORDERING MATERIALS AND BEGINNING CONSTRUCTION, FIELD VERIFY PROPOSED
UTILITY ROUTES AND IDENTIFY ANY INTERFERENCES OR OBSTRUCTIONS WITH EXISTING
UTILITES OR PUBLIC RIGHTS—OF—WAY.

3. IMMEDIATELY INFORM THE ENGINEER IN WRITING IF EXISTING UTILITY CONDITIONS CONFLICT OR
DIFFER FROM THAT INDICATED AND IF THE WORK CANNOT BE COMPLETED AS INDICATED.

4. BOUNDS OR MONUMENTATION DISTURBED DURING CONSTRUCTION SHALL BE SET OR RESET BY
A PROFESSIONAL LICENSED SURVEYOR.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR THE MAINTENANCE AND SAFETY OF TRAFFIC ON
THE PUBLIC AND PRIVATE WAYS AFFECTED BY THE CONSTRUCTION OF THIS PROJECT.

SITE RESTORATION

1. PROVIDE 6 INCHES OF TOPSOIL AND SEED TO AREAS DISTURBED DURING CONSTRUCTION AND
NOT DESIGNATED TO BE RESTORED WITH IMPERVIOUS SURFACES (BUILDINGS, PAVEMENTS,

WALKS, ETC.) UNLESS OTHERWISE NOTED. REFER TO LANDSCAPING PLAN FOR SEED MIX AND
PLANTING DETAILS.

2. REPAIR DAMAGES RESULTING FROM CONSTRUCTION LOADS, AT NO ADDITIONAL COST TO
OWNER.

3. RESTORE AREAS DISTURBED BY CONSTRUCTION OPERATIONS OUT SIDE OF THE WORK AREA
TO THEIR ORIGINAL CONDITION OR BETTER, AT NO ADDITIONAL COST TO OWNER.
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